SECURE YOUR LOADS & MAXIMIZE EFFICIENCY +
BOTTOM LINE WITH NEW, LIGHTER WEIGHT ANCRA

3 BAR WINCHES

LIGHT WEIGHT NEW DESIGN

Reduced weight results in less New hub design is a patent
fuel expense and/or greater net pending feature that will only
cargo capacity for the trailer. be available from Ancra.

- Several 3 Bar Winch
models are available v

with the X-treme Zinc
finish for optimum corrosion resistance

- Offers a significant weight reduction as compared
to our traditional 3 Bar Winches
(ranges from 2.4 Ib. to 3.5 Ib. per winch)

48101-173

PART NUMBER DESCRIPTION WLL LB. | WEIGHT LB.
48101-103 Side Mount 3 Bar, Weld-On 6,000 9.5
48101-103-XZ Side Mount 3 Bar, Weld-On, Xtreme Zinc 6,000 95
48101-133 Bottom Mount 3 Bar, Low Profile, Weld-On 6,000 9.6
48101-143 Bottom Mount 2 Bar, Weld-On 6,000 11.3
48101-163-XZ Portable 3 Bar, X-Treme Zinc 6,000 12.8
48101-173 Slider 3 Bar, C Track 6,000 10.4
49207-273 Slider 3 Bar, Double L Track 5,500 8.7
49207-273-XZ Slider 3 Bar, Double L Track, X-Treme Zinc 5,500 8.7
49207-283-XZ Slider 3 Bar, Low Profile, Double L Track, X-Treme Zinc 5,500 9.2
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